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	PREVENTIVE MAINTENANCE /
SAFETY INSPECTION
FFA Retail UNITS
	
Date:   _________


	

	Truck #

	ODOMETER
	HOURS
	Retail Type

	SERVICE FACILITY NAME
	LOCATION
	PHONE
	CONTACT PERSON

	INSPECT ALL OF THE COMPONENTS BELOW AND MAKE THE NECESSARY CORRECTIONS.
REPAIR CODES:      = OK     O = REPAIR REQUIRED     X = REPAIR COMPLETED     N/A = Not Applicable
Use the repair codes above and insert the appropriate code in the boxes below. .

	

	CAB
	CAB INSTRUMENTS

	Visual Damage to any part of vehicle
	
	Tachometer/High Idle RPM_________
	

	Electronic Engine – Check Fault Codes
	
	Engine Temperature__________
	

	Glass for Cracks or Chips
	
	Oil Pressure__________
	

	Door Window Operation
	
	Air Pressure__________
	

	Wiper Operation
	
	Transmission Temperature__________
	

	Wiper Blade Condition
	
	Fuel Level__________
	

	Air Horn
	
	DEF Tank Level ____________
	

	Electric Horn
	
	Warning Indicator Bar
	

	Mirrors
	
	Dash Illumination
	

	Seats (Operation and Appearance)
	
	Low Air Warning Buzzer
	

	Door Panels (Appearance)
	
	AERIAL DEVICE (IF APPLICABLE)

	Headliner (Appearance)
	
	Hours ______________
	

	Step Lights
	
	Lubrication
	

	DOT LIGHTING
	Appearance
	

	Headlights (Low Beam)
	
	Cable Adjustment
	

	Headlights (High Beam)
	
	Lighting
	

	Clearance Lights
	
	Stainless Scuff Plates in place on aerial?
	

	Marker Lights
	
	Control Adjustment
	

	Back-Up Lights
	
	AIR INTAKE SYSTEM

	Brake Lights
	
	Air Cleaner – Condition
	

	Turn Signals
	
	Air Cleaner – Mounting Bolts / Clamps
	

	4-Way Flashers
	
	
	

	EMERGENCY RESPONSE AUDIO/VISUAL
D
	CHARGING SYSTEM

	Q2B Siren
	
	Visual Inspection / Loose Connections
	

	Q2B Siren Brake
	
	CLEANLINESS

	Electronic Siren (All Functions)
	
	Visual Inspection
	

	Light bar (Operation and Appearance)
	
	DAMAGE - Attach sheets if additional space is needed

	Warning Lights (Operation and Appearance)
	
	DRAIN PUMP / VALVES (if applicable)

	Strobe Lights (Operation and Appearance)
	
	
Retail unit inspection and maintenance is an important requirement of our retail program.  This form must be completed by the dealer upon arrival and departure of any Ferrara stock unit.  

Please email completed form to your regional manager

	ENGINE
	

	Engine Oil – Level
	
	

	Coolant Level
	
	

	Hose Condition and Connections
	
	

	Tire Pressure
	
	

	High Idle:__________RPM
	
	

	Belt Tightness (.5” to .75” deflection)
	
	

	Power Steering – Reservoir Level
	
	

	Power Steering – Reservoir Filter Replace
	
	

	A/C Compressor – Belt and Mounting Bolts
	
	

	INSPECTION BY (print)
	Rev. 6.11.19
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